
SECTIO
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HASSIS

SLIDE BULLBAR OVER CHASSIS AND ALIGN
TOP AND SIDE BOLT HOLES AS INDICATED IN GREEN ON FITMENT

ALIGN WITH HOLES
ON CHASSIS

BULLB
AR

TOP BOLT (FOR BOTH SIDES)
x 2 - M12 x 140 BOLT
x 2 - M12 FLAT WASHERS
x 2 - M12 LARGE FLANFE WASHERS
x 2 - M12 NYLOCK NUT

OUTSIDE BOLTS
X 2 - M10 x 30 x 12.25 SET SCREW
x 2 - M10 LARGE FLANGE WASHERS
x 2 - M10 SPRING WASHERS

INSIDE BOLTS
X 2 - M10 x 30 x 12.25 SET SCREW
x 2 - M10 LARGE FLANGE WASHERS
x 2 - M10 SPRING WASHERS

x 2 - M10 x 75mm BOLT
x 4 - M10 STRD WASHERS
x 2 - M10 NYLOCK NUTS

x 2 - M10 x 75mm BOLT
x 4 - M10 STRD WASHERS
x 2 - M10 NYLOCK NUTS

TILT SUPPORT
USE THE PROVIDED BOLTS AND SUPPORT
BRACKET. BOLT DOWN FROM INSIDE OF CHASSIS.

2 x M10 x 40 x 1.25 SET SCREW
2 x M10 SPRING WASHERS
2 x M10 STRD WASHERS

2 x M10 x 40 x 1.25 SET SCREW
2 x M10 SPRING WASHERS
2 x M10 STRD WASHERSFITMENT INSTRUCTION DRAWING SHOW SECTIONAL VIEWS OF ITEMS.

UNDER NO CIRCUMSTANCES SHOULD ITEMS BE CUT.

NEVER CUT OR STRUCTURALLY MODIFY ANY ONCA PRODUCTS 
OR VEHICLE COMPONENTS TO DO A FITMENT.

ONCA PRODUCTS ARE VEHICLE SPECIFIC DESIGNED PRODUCTS.

ALL THE MOUNTING POINTS, BOLTS, BRACKETS AND WASHERS
MUST BE USED TO ENSURE CORRECT FITMENT OF THIS PRODUCT.

FOR MORE INFO REGARDING THE FITMENT OF THIS PRODUCT.
TELL: +2711 979-2690
E-MAIL: sales@onca4x4.co.za
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